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Living Design Range
Technical Specifications

Two RadiatorsHot
water

Single Sided Boiler Option
Clip in boiler  
provides up to  
13,600BTU  
output,  
dependent on 
fuel load

Boiler Outlets

816mm (321/2”) over canopy

800mm (311/2”) over top plate

120mm (43/4“)

375mm
 (143/4”)
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Boiler Option Herald 6 only

Flue width
152mm (6“)

All dimensions shown are with 
standard leg lengths
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Flue width
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Herald 5 Slimline
70

0m
m

 (
27

1 /
2“

)

81
0m

m
 (

32
“)

592mm (231/3“)

Ce
nt

re
 o

f r
ea

r f
lu

e
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All the Living Design stoves are manufactured from high quality 5mm thick steel and have 
cast iron components. They feature the new Hunter Cleanburn Technology, they all burn wood, 
smokeless fuels and peat on a dust-free de-ashing system, and have a hot airwash system 
keeping the glass clean to see through.

Herald 6 Double Sided

Flue width 152mm 
(6”)

612mm (24”)
Double Sided 
Double Depth

370mm (141/2”)
Double Sided 
Single Depth

Flue width 152mm 
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Herald 6 Single Sided
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560mm (22”)
338mm
 (131/4”)

310mm
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344mm (131/2“)

305mm (12”)

535mm (211/8”) 800mm (311/2”)

364mm (143/8“)

515mm (201/3”)



Important information - Herald Inset

Inset 5’s are designed to fit ONLY with a chairbrick
Inset 7’s are designed to fit WITHOUT a chairbrick 

All inset installations must have a ‘Throat Forming Lintel’, if a 
‘Builders Opening Lintel’ is present then this will have to be 
modified for these units to be fitted. 
 
If you intend on fitting the flue adapter with the inset 5, please 
be aware that the top of the chairbrick needs to be removed. 
 
Any queries on suitable installations please contact your local 
dealer.

The clearance distances to combustible material 
for the Inset 5 are:

315mm from the side of the stove and 460mm from the top.

This equates to : 1050mm from the floor and 569mm either side 
of the centreline of the stove.

The clearance distances to combustible material for the Inset 7 
are:

160mm from the side of the stove and 350mm from the top.

This equates to: 938mm from the floor and 429.5mm either side 
of the centreline of the stove.

There are many fire surrounds on the market that are only suitable 
for gas or electric inset fires. 

Suitable surrounds for solid fuel inset appliances are usually cut 
in 3 sections and slabbed. For advice on a suitable surround 
contact your local dealer.
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Herald 7 Inset

Herald 5 Inset

Compact 5Kestrel 5Living Design Range
Technical Specifications

NB. Flue adaptors are 
available as an optional 
extra


